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ROUTE FAP 302 (L 336) DESCRIPTION

SECTION U5
COUNTY ‘Haneock
STRUCT. NO. 084-R014
Swim  __ tmbem
BORING NO. 54
Station 1296 +50
Offset 1008 Rt
Ground Surfuce Elev. 540.9

SOIL BORING LOG

IL 336 Retaining Wall at the Lemoine River

8W_14, BEC. 15, TWP.5 N,ENG.5 W.4 PM
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The Unconfined Comprossive Strongth (UCS) Fuilure Mods is ndicated by (B-Bulge, S-Shewr, P-Penstromser, E-Esimeted)
Abbreviations WOH ~ Sempler Advanced By Weight of Hammer, W.OP ~ Advanced by Weight of Pipe, B8, - Before Seating
The SPT (N valus)is the rum of the last two blow values in each sempling zome (AASETO T206) BBS, from 137 (Rev. 8.09)
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ROUTE FAP 302 (IL 386) DESCRIPTION IL 386 Retaining Wall at the Lamoine River
SECTION 5 LOCATION SW 14, 8EC. 15, TWP.6 N, RNG.5 W, 4 PM
COUNTY Hameock CORING METHOD Christensen NXB Wireline w'Water
STRUCT. NO. 084-R014 COBING BABREL TYPE & SIZE D
Station 1985425 E
T Core Disnete s @ H
BOBING NO. 5 Top of Rock Elov. __ BB® R T
Station 1208+ 50 Begin Care Elev. 53990 B K
Offset. 10.0f Rt
Ground Surface Elsv. 5409
mmmmmmm@mmqu 080
Broken, "3 Pleos)
838.30
Tight Brown Poorly Inturated Acgllaceous LMESTONE i
Dark Grey Well ndurated Calcarecus SHALE )
53880

Dark Grey to Grey Moderately Indurated Fossiliferous LIMESTONE w/Interbedded
Argillaceons LIMESTONE: end Clayey SHALE Beams

Golor pichuren of the cores On Rerusst
Gores will be stored for examination wntil 5 Years after Construction
The "Sirength” column represenis the wniarial comprossive sirengfh of e core sampls (ASTM  D-2838)
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ROUTE FAP 302 (IL 336) DESCRIPTION 1L 338 Retaining Wall at the Lamoine River LOGGED BY M. Tappen
SECTION b LOCATION SW_14, SEC. 15, TWP. 5 N, RNG.6 W, 4 PN
COUNTY Humoock COEING METHOD Christensen NXB Wireline w/Water : . CoRe :
c | . 1 3
STRUCT. NO. 034504 CORING BARREL TYFE & EIZE NEB plclolal 1 E
Station 1295+ 25 E 0 v N N
Core Diameler e P|R|E|D| B [
BORIG No. “ Top ofBock B, _ M0 LA g
Station 1296+50 Begin Core Elev. — %0 & i v | B
Offet 1008 Bt
Gromd Burface v, 5409 3 ® @ | @ | @ mot) | @
Dark Grey to Grey Moderstely Indurated Fomslferoua LIMESTONE, wnterbedded
Argilaceous LIMESTONE and Clayey SHALE Seams (conkinued) B
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ROCK CORE 11, 330 BRCTION 5GP DeTRABLTGDT 105

Calor picbures ofthe cores On
Gores wil be sored or examination untl & Years after Construction
The *Strength” column representa the uniaxial compressive strength of the core semplo (ASTM

D-2988)
BBS, form 188 (Hev. 8-66)

FAP. TOTAL | SHEET
RTE. SECTION COUNTY SHEETS NO. SHEET NO. 15
35 |34-568) HANCOCK 612 265 18 SHEETS
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SHEET TITLE

STRHETHRpriwiBER-831-6889

PROJECT

FAP ROUTE 315 (IL 336/US 136)
SECTION 34-5(5B)
HANCOCK COUNTY
STA. 1293+50.00(R) TO STA. 1297+00.00(R)
STRUCTURE NUMBER 034-2521
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